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GENERAL:
1.  Before starting the installation, make sure all electricity has been turned off and electrical breaker has been locked out and tagged out.
2.  To ensure the success of the installation, be sure to read these instructions and review the diagrams thoroughly before beginning.
3.  All electrical connections must be in accordance with local codes, ordinances, or the National Electrical Code.

NOTE: The important safeguards and instructions appearing in this manual are not meant to cover all possible conditions and situations that may occur.
NOTE: What comes in the box: Fixture, Tether and Installation Instructions.

INSTALLATION:
1)  Verify Physical Layout Plan.

 a)  Ensure all hardware is present.

 b)   Ensure all electrical feeds are correctly positioned with all hardware and any other active components.

 c)  Confirm DMX Addressing Plan.
  i.   SSL recommends pre-addressing fixtures before mounting installation.
  ii.    Ensure that addressing is documented for future upgrading, configuring or troubleshooting.
  iii.  Create an addressing table to document all fixture IDs and their physical location.

HARDWARE: May include RDM Controller, Exterior Rated Data Line, AC Power Feed, PDX/S box, PDX2 box, Starter Cords, Terminator Caps, Extension Cables and fixtures.

NOTE: Use Extension Cable when necessary, for corners and extending fixture runs.

IMPORTANT: Max Run Length: see Chart A on page 2.

REQUIRED: Starter Cable (SC05/10/25/50LZWET) and Terminator Cap (TCAPDCLZWET) are required for every run.

SSL-DV Direct View Linear - INSTALLATION INSTRUCTIONS

CAUTION:  BEFORE CONNECTING THE FIXTURE TO A POWER SUPPLY, MAKE SURE THE POWER IS SWITCHED OFF.
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End Runs with
Terminator Cap

(TCAPDCLZWET)

DETAILED ILLUSTRATION

End-to-End Connection (or)
Extension Cable
(ECxxLZWET)

xx = 24", 60", 120" or 240" 

SSL-DV - Single Segment Configuration

SSL-DV Direct View Linear - INSTALLATION INSTRUCTIONS

CAUTION:  BEFORE CONNECTING THE FIXTURE TO A POWER SUPPLY, MAKE SURE THE POWER IS SWITCHED OFF.

Starter Cable
SCxxLZWET

xx = 5', 10', 25' or 50'

Max Run Length:
See Chart AAC Input

(120V )

AC Input
(120–277V )

Data Line
(Belden 3105A - Exterior)

DMX
Controller

PDX2PDX2

NOTE: The Gap between fixtures 6-10mm (0.236” - 0.394”) is fixed 
due to the connector to connector when wiring fixture to fixture.

Model Max Run Length 120 VAC 277 VAC

DV-HLO 4.5W/FT 176' 400'

HLO = High Output “ColourFull”
NOTE: Max Run Length may be limited by DMX max of 512 channels.

Chart A



Data Line
(Belden 3105A - Exterior)

AC Input
(120V )

120V  ACDMX
Controller
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End Runs with
Terminator Cap

(TCAPDCLZWET)

DETAILED ILLUSTRATION

End-to-End Connection (or)

Extension Cable (ECxxLZWET)
xx = 24", 60", 120" or 240"

SSL-DV - Multiple Segment Configuration

Starter Cable
(Male End)

SCxxLZWET
xx = 5', 10', 25' or 50'

Important:
Align first fixture 

to accept the
Male End of
Starter Cord.

AC Input
(120–277V )

AC Input
(120–277V )

AC Input
(120–277V )

SSL-DV Direct View Linear - INSTALLATION INSTRUCTIONS

CAUTION:  BEFORE CONNECTING THE FIXTURE TO A POWER SUPPLY, MAKE SURE THE POWER IS SWITCHED OFF.

PDX2/SPDX2/S

PDX2/SPDX2/S

PDX2PDX2

Model Max Run Length 120 VAC 277 VAC

DV-HLO 4.5W/FT 176' 400'

HLO = High Output “ColourFull”
NOTE: Max Run Length may be limited by DMX max of 512 channels.

Chart A
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SSL-DV - Extended Segment Configuration

Starter Cable
SCxxLZWET

xx = 5', 10', 25' or 50'

AC Input
(120V )

Segment 1 Segment 2 Segment 3 Segment 4 Segment 5
PDXPDX PDXPDX PDXPDX Repeater PDXPDX PDXPDX

Three Max Run Length Segments can be connected before requiring a Repeater.

3 Max Run Length Segments

AC Input
(120–277V )

AC Input
(120–277V )

Data Bridge Cable
DB25LZWET (25') 

Max Extension Cable Length:
See Chart A

DMX
Controller

Starter Cable
SCxxLZWET

xx = 5', 10', 25' or 50'
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DETAILED ILLUSTRATION

Max Extension Cable Length:
See Chart A

SSL-DV Direct View Linear - INSTALLATION INSTRUCTIONS

CAUTION:  BEFORE CONNECTING THE FIXTURE TO A POWER SUPPLY, MAKE SURE THE POWER IS SWITCHED OFF.

End Runs with
Terminator Cap

(TCAPDCLZWET)

PDX2PDX2 PDX2PDX2

Data Line
(Belden 3105A - Exterior)

Model Max Run Length 120 VAC 277 VAC

DV-HLO 4.5W/FT 176' 400'

HLO = High Output “ColourFull”
NOTE: Max Run Length may be limited by DMX max of 512 channels.

Chart A
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 1.2" 

 0.4" 

SILVER - SHIELD
PURPLE - DATA+
PINK - DATA-
GREEN - GROUND
WHITE - NEUTRAL
BLACK - LINE

GENERAL:
1.  Before starting the installation, make sure all electricity has 

been turned off and electrical breaker has been locked out 
and tagged out.

2.  To ensure the success of the installation, be sure to read 
these instructions and review the diagrams thoroughly 
before beginning.

3.  All electrical connections must be in accordance with local 
codes, ordinances, or the National Electrical Code.

NOTE: The important safeguards and instructions appearing in 
this manual are not meant to cover all possible conditions and 
situations that may occur.

INSTALLATION:
1)  PDX2 (Power/ Data Box )
 a)  Mount PDX2 (PDX2 is exterior-rated).

NOTE: Use appropriate fasteners for mounting to surface type.

DETAILED ILLUSTRATION SSL-DV MEDIA RGBW/DW

SSL-DV Direct View Linear - INSTALLATION INSTRUCTIONS

CAUTION:  BEFORE CONNECTING THE FIXTURE TO A POWER SUPPLY, MAKE SURE THE POWER IS SWITCHED OFF.

 3.6" 

 7.4" 

 3.8" 

 6.6" 

 6.1" 

 7.8" 

 4.8" 

 6.8" 

Top View

Front View Side View

Use 
(4) #10
Screws 

PDX2 - Power/Data Box

Cable Accessories (order seperately)

Accessories  (Indicate the quantity needed for each item.) REQUIRED: Starter Cable (SCxxLZWET) and Terminator Cap (TCAPDCLZWET) for every run.

_______ SC10LZWET  10 ft. Starter Connection Cord

_______ SC25LZWET  25 ft. Starter Connection Cord

_______ SC50LZWET  50 ft. Starter Connection Cord

_______ TCAPDCLZWET  Data Terminator Cap (120 Ohm)

_______ EC24LZWET  24 in. Extension Cord

_______ EC60LZWET  60 in. Extension Cord

_______ EC120LZWET 120 in. Extension Cord

_______ EC240LZWET  240 in. Extension Cord
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DETAILED ILLUSTRATION SSL-DV MEDIA RGBW/DW

SSL-DV Direct View Linear - INSTALLATION INSTRUCTIONS

CAUTION:  BEFORE CONNECTING THE FIXTURE TO A POWER SUPPLY, MAKE SURE THE POWER IS SWITCHED OFF.

PDX2 - Power/Data Box

Ground (G)
Neutral (N)
Line (L)

AC Power (IN)Shield
(+) Data (Purple)

(–) Data (Pink or Gray)
Ground (G)
Neutral (N)

Line (L)

Fixture (OUT)

TOP VIEW

DMX Controller
(IN)

Wire Shield

Shield
Data (+) (Blue w/ White Dash)
Data (–) (White w/ Blue Dash)

PDX2 WiringGENERAL:
1.  Before starting the installation, make sure all 

electricity has been turned off and electrical 
breaker has been locked out and tagged out.

2.  To ensure the success of the installation, be sure 
to read these instructions and review the diagrams 
thoroughly before beginning.

3.  All electrical connections must be in accordance 
with local codes, ordinances, or the National 
Electrical Code.

NOTE: The important safeguards and instructions 
appearing in this manual are not meant to cover all 
possible conditions and situations that may occur.

INSTALLATION:
1)  PDX2 (Power/ Data Box )

 a)  Mount PDX2 (PDX2 is exterior-rated).

NOTE:  Use appropriate fasteners for mounting to 
surface type.

 b)  PDX2 Wiring Diagram

 1.2" 

 0.4" 

SILVER - SHIELD
PURPLE - DATA+
PINK - DATA-
GREEN - GROUND
WHITE - NEUTRAL
BLACK - LINE
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 0.23" 

MOUNTING LEGS MUST BE
BETWEEN 1" AND 2.125" 

FROM ENDCAP

 90° 

 1.00" 
TO ALLOW GREATER
FLEXIBILITY OF CABLES,
ADJUST MOUNTING 
LEGS USING 2MM 
HEX SCREW. 
TIGHTEN TO TORQUE
RATING OF 20 IN/LBS

 1"  1" 

 1.8"  1.2" 

 .25" 

SIZED FOR
8-32 SCREWS

2MM HEX

CORNERS, CORD BENDING and TETHERINGSTANDARD DIMENSIONS & CABLES

VERIFY THAT REQUIRED TERMINATOR CAP (TCAPLZWET)
IS PLACED AT THE END OF EACH FIXTURE RUN

INPUT

SPACING & TERMINATING CAP

OUTPUT

 .2  .2 

 L 

 1.7  1.5 

L = 12.5" , 46.9"

 1.4  .4 

 1.2 

 2.2  R.8 

 3.5 

 2.4 

 1.0 
 .6 

 2.2 White Arc Round Tube

 0.23" 

MOUNTING LEGS MUST BE
BETWEEN 1" AND 2.125" 

FROM ENDCAP

 90° 

 1.00" 
TO ALLOW GREATER
FLEXIBILITY OF CABLES,
ADJUST MOUNTING 
LEGS USING 2MM 
HEX SCREW. 
TIGHTEN TO TORQUE
RATING OF 20 IN/LBS

 1"  1" 

 1.8"  1.2" 

 .25" 

SIZED FOR
8-32 SCREWS

2MM HEX

 0.23" 

MOUNTING LEGS MUST BE
BETWEEN 1" AND 2.125" 

FROM ENDCAP

 90° 

 1.00" 
TO ALLOW GREATER
FLEXIBILITY OF CABLES,
ADJUST MOUNTING 
LEGS USING 2MM 
HEX SCREW. 
TIGHTEN TO TORQUE
RATING OF 20 IN/LBS

 1"  1" 

 1.8"  1.2" 

 .25" 

SIZED FOR
8-32 SCREWS

2MM HEX

 0.23" 

MOUNTING LEGS MUST BE
BETWEEN 1" AND 2.125" 

FROM ENDCAP

 90° 

 1.00" 
TO ALLOW GREATER
FLEXIBILITY OF CABLES,
ADJUST MOUNTING 
LEGS USING 2MM 
HEX SCREW. 
TIGHTEN TO TORQUE
RATING OF 20 IN/LBS

 1"  1" 

 1.8"  1.2" 

 .25" 

SIZED FOR
8-32 SCREWS

2MM HEX

 0.23" 

MOUNTING LEGS MUST BE
BETWEEN 1" AND 2.125" 

FROM ENDCAP

 90° 

 1.00" 
TO ALLOW GREATER
FLEXIBILITY OF CABLES,
ADJUST MOUNTING 
LEGS USING 2MM 
HEX SCREW. 
TIGHTEN TO TORQUE
RATING OF 20 IN/LBS

 1"  1" 

 1.8"  1.2" 

 .25" 

SIZED FOR
8-32 SCREWS

2MM HEX

STARTER CABLES

BRACKET FOOTPRINT COVE SPACING
UNIT MUST HAVE 1" CLEARANCE

SSL-DV Direct View Linear - INSTALLATION INSTRUCTIONS

CAUTION:  BEFORE CONNECTING THE FIXTURE TO A POWER SUPPLY, MAKE SURE THE POWER IS SWITCHED OFF.

DETAILED ILLUSTRATION

Terminator Cap
(TCAPDCLZWET)

 2.5" 

 0.9" 

REV. ECN / NPS DESCRIPTION DATE APPROVED

REVISIONS

A RELEASE XX/XX/XXXX

THE INFORMATION CONTAINED IN THISDRAWING IS THE SOLE PROPERTY OFFC LIGHTING.  ANY REPRODUCTION IN PART OR AS A 
WHOLE WITHOUT THE WRITTEN PERMISSION OF FC LIGHTING IS PROHIBITED.

PROPRIETARY AND CONFIDENTIAL
X.XX   0.015
X.XXX  0.005 X°   1° Sheet 1 of 1

Part Number:  
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Designed by:

X/X  1/8

REVISION#
Material:

X.X°  0.1°

Date:

DESCRIPTION: 

6/29/2023

NOTES:
1.  Dimensions in [mm] inches.
2.  All parts to be deburred and degreased/clean of oil
3.  All parts to be adequately packaged
4.  Undefined dimensions are to be obtained from the 3-D model
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TOLERANCES UNLESS NOTED:

Drawn by: A

NOTE: Cable connector outer-diameter sized for .125" hole.
NOTE: All starter cables are field-cuttable.

 

 

MODEL B

SC05LZWET 5'
SC10LZWET 10'

MODEL C

EC24LZWET 24"
EC60LZWET 60"

STARTER
CABLE

EXTENSION
CABLE

SC25LZWET 25'
SC50LZWET 50'

Space Between Fixtures

28.6"
64.6"

EC12CLZWET 120"
EC24CLZWET 240"

124.6"
244.6"

 

 

MODEL B

SC05LZWET 5'
SC10LZWET 10'

MODEL C

EC24LZWET 24"
EC60LZWET 60"

STARTER
CABLE

EXTENSION
CABLE

SC25LZWET 25'
SC50LZWET 50'

Space Between Fixtures

28.6"
64.6"

EC12CLZWET 120"
EC24CLZWET 240"

124.6"
244.6"

NOTE: LOOP PROVIDED LANYARD THROUGH SLOT 
ON MOUNTING BRACKET. AFFIX TO BUILDING USING
#10 SCREW (SCREW NOT PROVIDED)
WARNING: FAILURE TO DO SO PRESENTS FALL RISK 
IF FIXTURE IS NOT PROPERLY SECURED.

SIZED FOR #10 SCREW

REV. ECN / NPS DESCRIPTION DATE APPROVED

REVISIONS

A RELEASE XX/XX/XXXX

THE INFORMATION CONTAINED IN THISDRAWING IS THE SOLE PROPERTY OFFC LIGHTING.  ANY REPRODUCTION IN PART OR AS A 
WHOLE WITHOUT THE WRITTEN PERMISSION OF FC LIGHTING IS PROHIBITED.

PROPRIETARY AND CONFIDENTIAL
X.XX   0.015
X.XXX  0.005 X°   1° Sheet 1 of 1

Part Number:  

X.X    0.06

Designed by:

X/X  1/8

REVISION#
Material:

X.X°  0.1°

Date:

DESCRIPTION: 

11/20/2023

NOTES:
1.  Dimensions in [mm] inches.
2.  All parts to be deburred and degreased/clean of oil
3.  All parts to be adequately packaged
4.  Undefined dimensions are to be obtained from the 3-D model
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TOLERANCES UNLESS NOTED:

Drawn by: A

Model Max Run Length 120 VAC 277 VAC

DV-HLO 4.5W/FT 176' 400'

HLO = High Output “ColourFull”
NOTE: Max Run Length may be limited by DMX max of 512 channels.


